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Hanna pHep4 and 5
Pocket pH Testers

• Automatic calibration

• Range: pH: 0.0 to 14.0

• Temp.: 0.0 to 60°C

• Accuracy:  pHep4 – ±0.05pH/±0.5°C
 pHep5 – ±0.01pH/±0.5°C

CAT N˚ DESCRIPTION PRICE

HI98127-00 pHep4 $105

HI98128-00 pHep5 $122
HI73127-00 Spare electrode $55

Prices start at $399 

Handheld pH Meter
Model pH100

• pH or mV: -2 to 16pH X 0.01pH

-1999 to +1250mV X 1mV

• Temperature: -10 to +120°C X 0.1°C

• IP-65 waterproof carrying case

• Automatic or manual temperature 
compensation

• Power: 9V batteries

• Supplied with 1 or 4 meter cable

Prices start at $699

Dissolved Oxygen Meter 
Model DO200

• Dissolved oxygen: 0 to 200% and 0 to 200 ppm

• Temp.: -6 to +46°C X 0.1°C

• IP-65 waterproof carrying case

• Automatic or manual temperature, salinity and 
pressure compensation

• Power: 9V battery

• Supplied with 4 or 10 meter cable

 Cat N˚ HI9024C $629

Hanna Waterproof pH Meter Model HI9024C

• Hanna’s HI9024C is perfect for field or industrial use such as 
water treatment plants

• Resolution: 0.01pH and 0.1°C; Accuracy: ±0.01pH and ±0.5°C

• Range: pH: 0.00 to 14.00; Temp.: 0.00 to 100.0°C

• Calibration: Automatic in 2 points with 5 memorized standard 
buffers

• Power: 4 AA 1.5 V cells

• Supplied with carrying case, one double-junction pH electrode 
with BNC connector and 1m cable, one temperature probe with 
cable, one pH calibration kit and a user guide.

 Cat N˚ OA35631-00 $795

Oakton pH/Conductivity
Model pH/CON 300 Meter

• Waterproof pH/conductivity/TDS/°C/°F

• Waterproof and dustproof with IP67 rating – It floats!

• Toggle between pH, TDS, and conductivity readings

PH CONDUCTIVITY TDS TEMPERATURE

Range -2,00 to 
16,00 pH

0 to 19,99 µS
etc.

0,00 to 9,99 ppm
etc.

0,0 to 100,0°C
32,0 to 212,0°F

Accuracy ±0,01 pH ±1% full scale ±1% full scale

Power: 4 x 1,5V AAA > 200 hours continuous use (included)

Include pH electrode with 3-ft cable, combination conductivity/temperature probe with 3-ft 
cable, operating instructions, and batteries. Shipping weight 1.4 lbs (0.64 kg)

 Cat N˚ YSI550A25C $1195

YSI Dissolved Oxygen Instrument Model YSI 550A

• YSI – North America’s reference

• Waterproof

• Over 2,000 hours battery life

• Field-replaceable membrane

• Reading: Dissolved oxygen: 0 to 50mg/l

• Temperature: -5 to +45°C

• Supplied with carrying case, probe and 25-ft. cable

• 3 year warranty on instrumentAUTHORIZED DISTRIBUTOR OF THE FOLLOWING 
MAJOR BRANDS
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Prices start at $3799

Multi Parameter System YSI 556 MPS

• Simultaneously measures dissolved 
oxygen, pH, conductivity, temperature, 
salinity and ORP

• 512K memory stores up to 49,000 
data sets with times and dates

• IP-67 waterproof carrying case

• RS-232 port, and barometer 
(optional)

• 3 year warranty on the instrument

CAT N˚ DESCRIPTION

YSI55601-0 MPS 556 system including carrying case, PC 
adapter (cable and probe not included)

YSI55634-0 4m cable with probe DO/temp./cond.

YSI556310- 10m cable with probe DO/temp./cond.

YSI556320- 20m cable with probe DO/temp./cond.

YSI5565-00 pH/OPRP option

YSI5564-00 PA option only

YSI5083-00 Flow cell for YSI 556

Orion 4-Star, pH/DO

• Durable, waterproof, IP67 meter stands up to the most demanding 
field applications while delivering over 2,000 horrs of continuous 
operation. 

• Salinity correction and automatic barometric pressure compensation 

• SMART STABILITY™ and SMART AVERAGING™ functions for 
automatically optimized accuracy, precision and response time 

• Storage of up to 10 password protected 
methods for easy retrieval of operation 
procedures 

• Dissolved oxygen calibration to the 
Winkler Titration for BOD 

• Simultaneous display of pH, DO and 
temperature measurements 

PH

Readout Range / Resolution -2,000 to 19,999 or 0 to 14 in aqueous solutions / 
0,1 – 0,01 – 0,001

MV

Range– mV/RmV ±1999,9

DO

Range / Resolution Concen-
tration

0,00 to 90,0 mg/l / 0,0/0,00

TEMPERATURE

Range / Resolution -5 to 105°C / 0,1 up to 99,9°C, 1,0 over 99,9°C

SPECIAL GLP SOFTWARE FEAURES

# Of Data Logging Point 200 points by time, stability or manual read with 
time / date stamp

Calibration Log Last 10 calibrations

Power 4 x AA batteries, powerless date protection

Regulatory and Safety CE, CSA, UL, TÜV, FCC Class A limits

PH/DO PORTABLE METER KIT (TO1216001-) INCLUDES:

CAT N˚ DESCRIPTION PRICE

TO1216000- 4-Star pH/DO portable meter $995

TO9107BNMD Low maintenance Triode, pH/ATC electrode $195

TO910060-0 pH storage solution, 5x60 ml $54

TO083005MD A line DO probe, 8 PIN F $636

TO080513-0 DO probe maintenace kit $140

TO080045-0 EP protective sleeve $198

TO204947001 Beaker $14

TO080017-0 DO calibration sleeve, A series probe $126

TO1210004- Hard field case $132

TO910410-0 pH 4.01 buffer, 10 pack $26

TO910710-0 pH 7.00 buffer, 10 pack $26

TO911010-0 pH 10.01 buffer, 10 pack $28

TO1216001- Kit $1445

IN ADDITION, “READY TO USE” KITS ARE AVAILABLE FOR MEASURING:

• Fluoride, cyanide and nitrate in drinking water

• Ammonia, Residual Chlorine in Wastewater

• pH and DO in Salt Water

NEW!
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• pH, ISE, DO, ORP and Conductivity measurements in one waterproof, hand-held unit 

• Durable and balanced with backlit display for easy handling in the most demanding 
field applications 

• Battery power delivers over 2,000 hours of continuous operation 

• Full complement of GLP-related features including 21 CFR Part 11 software 

• SMART STABILITY™ and SMART AVERAGING™ functions for automatically 
optimized accuracy, precision and response time 

• Storage of up to 10 password protected 
methods for easy retrieval of operation 
procedures 

• Simultaneous display of pH or ISE, Cond, 
DO and temperature measurements 

MULTIPARAMETER PORTABLE METER KIT (TO1219001-) INCLUDES:

CAT N˚ DESCRIPTION PRICE

TO1219000- 5-Star multiparameter portable meter with EIS $1325

TO9107WMMD Waterproof pH Triode DIN $216

TO910060-0 pH storage solution, 5x60 ml $54

TO013010MD Conductivity 4 cell, K=0,475, 8 PIN F $460

TO011007-0 Conductivity/TDS standard 1413 µS/cm, 5x60 ml $105

TO80045-00 EP protective sleeve insert $198

TO204947001 Beaker $14

TO083010MD A line probe, 8 PIN F $670

TO080513-0 DO probe maintenance kit $140

TO080017-0 DO calibration sleeve, A series probes $126

TO1210002- Portable impact jacket with electrode storage sleeve $240

TO910460-0 pH 4.01 buffer, 5x60 ml $38

TO1210004- Hard field case $132

TO910410-0 pH 4.01 buffer, 10 pack $26

TO910710-0 pH 7.00 buffer, 10 pack $26

TO911010-0 pH 10.01 buffer, 10 pack $28

TO1219001- Kit $2825

Orion 5-Star, pH/ORP/ISE/DO/Cond

PH

Readout Range / 
Resolution

-2,000 to 19,999 or 0 to 14 in aqueous 
solutions / 0,1 – 0,01 – 0,001

EIS

Range / Resolution 0 to 19900 / 1, 2 or 3 significant digits

MV

Range – mV/RmV ±1999,9

CONDUCTIVITY

Range 0,000 to 3000 mS/cm

RESISTIVITY

Range / Resolution 0,0001 to 100 Megohms / Auto resolution

SALINITY

Range / Resolution 0,01 to 80,0 ppt NaCI equivalent, 0,01 to 
42 ppt pratical salinity / 0,01

TDS

Range / Resolution 0 to 19999 / 1 mg/l

DISSOLVE OXYGEN

Range / Resolution 
Concentration

0,00 to 90,0 mg/l / 0,0/0,00

TEMPERATURE

Range / Resolution -5 to 105°C / 0,1 up to 99,9°C, 1,0 over 
99,9°C

SPECIAL GLP SOFTWARE FEATURES

# Of Data Logging 
Points

200 points by time, stability or manual 
read with time / date stamp

Power 4 x AA batteries, powerless date protection

Regulatory and Safety CE, CSA, UL, TÜV, FCC Class A limits

GENEQ REPAIRS AND CALIBRATES THE FOLLOWING PRODUCTS:

• Gas detectors

• IR thermometers

• Electronic balances

NEW!

AUTHORIZED DISTRIBUTOR OF THE FOLLOWING 
MAJOR BRANDS:

• pH meters

• Oxygen meters

• Conductivity meters
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$1120

SystemSURE II ATP luminometer

• Most affordable luminometer available 

• Detects down to 1 femtomole of ATP using Ultrasnap™ 
ATP swab 

• Smallest, lightest luminometer (0.57 lbs, 7 x 3 x 1 in) 

• Simple to use, menu-driven operation from keypad 

• DataSURE II analysis software or basic spreadsheet 
compatible date 

• Self-calibration and background check 

• Detect contamination in liquid samples particularly in 
water treatment plants or Clean in Place (CIP) systems 

• The swabs are compatible in Biotrace, BioControl, Charm, Merk, and Celsis 
Lumac luminometers.

 Cat N˚ LAM367001- $455

LaMotte Chlorine Colorimeter Model 1200

• Free and total chlorine of 0 to 4 ppm

• Sensitivity: 0.05ppm

• Meets EPA standards

• Interface: RS-232

• Power: 1 x 9V battery

• Supplied complete with 100 reagent 
tabs, 6 vials with closures, user guide 
and carrying case

Contact us for prices and specifications

LaMotte SMART SPECTRO 
Spectrophotometer

The Smart Spectro offers superior 
performance, is easy to use and is the 
best spectrophotometer for the money. 
This instrument measures over 50 
parameters.

 Cat N˚ LAM1919-00 $999 

LaMotte SMART2 Colorimeter

The SMART2 is the most user-friendly colorimeter in the field 
or in the laboratory. Over 50 pre-programmed tests give 
you quick and reliable readings of your water samples. 
Ten other tests can also be programmed according to 
your needs.

• Range: 0 to 125% T

• Resolution: 1% full scale

• Accuracy: 2% full scale

• Light source: Filter set up at 430, 520, 
570 and 620nm

• Memory: RS-232 with time and date

• Accepts square 10mm cuvettes, round 25mm cuvettes and 16mm COD 
tubes

• Power: 9V battery or AC adapter

• Supplied with 4 sample tubes and AC adapter

Contact us for complete list of available reagents and prices

Partial list of most popular reagent / tests

PRODUCTS CODE REAGENTS RANGE NUMBER OF TESTS

4318-H Alkalinity UDV 0-200 50

3641-SC Aluminium 0-0.3 50

3659-01-SC Ammonia-Nitrogen 0-1.0 25

3644-SC Chlorine Dioxide 0-8.0 50

3698-SC Chromium 0-1.0 100

0075 COD 0-150 25

NA Colour 0-1000 ∞

3640-SC Copper 0-3.5 50

3691-SC Hardness 0-500 50

3648-SC Iron 0-6 50

4031 Lead 0-5.0 50

3658-SC Manganese 0-0.7 50

3649-SC Nitrate-Nitrogen 0-3.0 20

3650-SC Nitrite-Nitrogen 0-0.8 20

3651-SC Ozone 0-0.4 100

3653-SC Phosphate 0-3.0 50

3639-SC Potassium 0.5-10.0 100

3665-SC Sulfate 0-100 100

NA Turbidity 0-400 ∞

3667-SC Zinc 0-3.0 50

NEW!
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 Cat N˚ LAM1979EPA $1099

LaMotte Turbidity Meters Model 2020e

TURBIDITY SPECS

Unit of Measure NTU, FNU, FAU, ASBC, EBC

Range 0-4000

Resolution 0,01 NTU/FNU 0,00-10,99

0,1 NTU/FNU 11,00-109,9

1 NTU/FNU 100-4000

Accuracy ±2%

Detection Limit 0,05 uTN/FNU

Range Selection Automatic

Range Selection 0,02 NTU/FNU

0,5 FAU

Light Source 860nm (ISO)

Tungsten (EPA)

METER FEATURES

Battery 9V

Data Logging 4000 points

Languages English, French, Spanish, Japanese, Italian, Portuguese

Kit supplied with 0, 1, and 10 NTU standards, sample bottle, 4 sample tubes, and 
extra battery.

 Cat N˚ LAM50102-0 $825 

LaMotte COD Heater Block

Perfect for COD, Total Phosphorus, & Total Nitrogen

ACCURATE TEMPERATURE CONTROL

• Digital microprocessor control

• Centigrade/Fahrenheit control

• Temperature setting from 30 to 200°C

• Temperature stability: ±0,1°C

• Temperature uniformity: ±0,1°C

• Teperature accuracy: ±0,1°C

EASY OPERATION

• Touch panel control

DUAL LED DISPLAY

• Monitor both temperature and timer

Range Turbidity 0.00 to 9.99 NTU / 10.0 to 50.0 NTU

Free CI2 0.00 to 2.50 mg/l

Total CI2 0.00 to 3.50 mg/l

Resolution Turbidity 0.01 / 0.1 NTU

CI2 0.01 mg/l

Accuracy Turbidity ±0.5 NTU or ±5% of reading 
(whichever is greater)

CI2 ±0.03 mg/l ±3% of reading

Light Detector 2 Silicon Photocells

Battery Type / Life 4 x 1.5 V AA / 60 hours of continous use or 
1000 measurements

Dimensions 220 x 82 x 66 mm (8.7 x 3.2 x 2.6 in.)

Weight 510 g (18 oz.)

USEPA Compliance The C-114 performs turbidity measurements 
using the nephelometric principle according to 
USEPA 180.1 method and the Standard Method 
2130B.

Good Laboratory 
Practice

With the press of a button, the last calibra-
tion information is retrieved from memory and 
displayed to assure accurate measurements

Logging Capability This powerful feature allows you to store 
information from up to 25 samples including the 
time and the date of each measurement

Supplied with: measurement cuvet and cap, 4 x 1.5V AA bat-
teries and instruction manual

 Cat N˚ HIC114C-00   $845

Hanna Turbidity Meter Model C-114C 
Free and total chlorine measurements and EPA 
compliant turbidity measurements are performed 
quickly and reliably with this lab-grade micropro-
cessor-based field instrument. C-114 is particu-
larly useful for potable water measurements and 
municipalities.

NEW!

SAFETY

• Over-temp cutoff

• CE certified

Temperature Range 30 to 200°C

Temperature Stability ±0,1°C to 100°C

Timer 0 to 999 minutes

Power 120/230 V

External Dimensions 310 x 250 x 80 mm (LxWxH)

Block Type 12 tubes d’essai de 16 mm
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TURBIDITY, COLOR, & CHLORINE – ALL IN ONE METER

LaMotte offers 2 versions of the TC-3000. The TC-3000i 
uses an IR LED and meets the requirements of the ISO 
7027 Standard. The TC-3000e uses a tungsten lamp and 
meets the specifications of EPA 180.1.

Battery 9 V

AC Power Optional

Data Logging 4000 points

Auto Shut-Off Disabled, 5, 10, 30

Languages English, French, Spanish, Japanese, Italian, Portuguese

Response Time <5 secondes

2-YEAR WARRANTY
ULTRA-RUGGED CARRYING CASE

Kit supplied with 0, 1, and 10 NTU standards, sample bottle, 4 sample tubes, DPD 
tablets, and extra battery.

CAT N˚ DESCRIPTION PRICE

LAM1964EPA TC-3000 kit, EPA version $1435

LAM1964ISO TC-3000 kit, ISO version $1435

TURBIDITY

Unit of Measure NTU, FNU, FAU, ASBC, EBC

Range 0-4000

Resolution 0,01 NTU/FNU 0.00-10.99

0.1 NTU/FNU 11.00-109.9

1 NTU/FNU 110-4000

Range Selection Automatic

Accuracy ±2%

Detection Limit 0,05 NTU/FNU

Reproducibility 0,02 NTU/FNU

0,5 FAU

Stray Light <0,02 NTU FNU

Light Source 860nm LED (ISO), Tungsten (EPA)

Signal Averaging Disabled, 2, 5, 10

CHLORINE

• Liquid and tablet DPD calibrations for Free and Total Chlorine 
measurement

• Wide-range accomplished with same cell and reagent dosage

• Low level detection

• User selected units ppm or mg/l

Range 0-10 ppm

Resolution 0,01 ppm (0-5)/0,1 ppm (5-10)

Accuracy 0,05 or ±2%

Detection Limit 0,02 ppm

Response Time <5 seconds

Light Source 525 nm LED

COLOR

• UV LED and micro-focusing optics enable low level detection

• Uses same sample vial as turbidity and chlorine tests

Range 0-500 cu

Resolution 0,1 cu (0-99,9 cu)

Accuracy ±0,5 cu or 2%

Detection Limit 0,2 cu

Response Time <5 seconds

Light Source UV LED 375 nm

TC-3000 Tri-Meters

 Cat N˚ HIC9800-01 $850

Hanna Test Tube Heater Model C 9800

Hanna Instrument C 9800 thermo-reactor 
is constructed of durable materials with a 
vial capacity to perform up to 25 digestion 
simultaneously. The reactor is equipped with 
a user-selectable temperature setting to allow 
for COD and total phosphorus reactions at 
150°C and also 105°C for total nitrogen analysis.

Ambient Operating Temp. +5 to +50°C

Storage Temperature -20 to +60°C

Temperature Stability ±0.5°C

Capacity 25 (16 x 100 mm vials), 1 receptacle for 
stainless steel probe thermometer

Accuracy ±2°C @ 25°C ambient

Timer 0-120 minutes with acoustic alarm and 
automatic shut-off mode

Power 110 VAC; 60 Hz; 250 W; Fuse 4 A

HI93754X25 Reagents 0 to 150 ppm 
and 0 to 15000 ppm

$40 / box of 25

NEW!


